ION BAR ION BAR

AMB-LS Series

HZEMS / Product Performances

AHIZ AL / Product Specification Relation between Depth Direction and Decay Time Relation between Width Direction and Decay Time

Category ‘ Specification
Q121 ¢ (Input voltage) DC 24V+ 10% -
22 M2 (Input current) l Max_ 570mA _ Depth Direction(mm) Width Direction(mm)
: £ 20 150 -100 -50 0 50 100 150 200 . o 2% 0 200 400 600
AH| 3 (Power consumption) Max. 14W £ \ \ / / g
c
Hi2| 2ok i o =
U M2 (Emitter voltage) ‘ +6.5kV g 100 19 -§ 100 \ J
£3 ZI4 (Output frequency) 0.5Hz ~ 10Hz (Adjustable) 5 \ 8 \ 1s 4
0|2 &4l BFA! (1on generating method) l Corona discharge %7 200 \ \ / 2 200 \\ //
4@k 917} HHAL (voltage application method) | Pulsed AC 2 \ \ 33 / / § 35 /
2f & (Material) ‘ Body : ABS / Emitter pins : Titanium 300 300
ST WA (Emitter replacement) Replaceable \ \ 65 / / 6s
0|2 YWAA (lon balance) l Under average +30V 400 400 N \\ // /
@ 72| (Coverage distance) 200mm ~ 600mm 10s \ 10s P4
500
229442k (Ozone generation) ‘ Under 0.005ppm oos 500 /
A2 (Ambient temperature) 0C ~ +50C (32~122°F) 600 | \1_5_3/ 500 \ 15s | — 253
A& = (Ambient humidit 35~85%RH (No condensation
|’ = ( Y) ‘ ? ( ) Down flow : 0.3MPa, Frequency : 5Hz, Measurement condition : 1kV — 0.1kV/ Down flow : 0.3MPa, Frequency : 5Hz, Measurement condition : 1kV — 0.1kV
Charged plate dimensions : 150mm x 150mm, Capacity : 20pF Charged plate dimensions : 150mm x 150mm, Capacity : 20pF
x HEQ AIY2 Hs 7S flote] B9 8 glo] M 4 AFU Tt
Specification is subject to change without notice for the improvement of
product performance. Relation between Distance and Decay Time
HE& / Advantages e
12 1Hz —1 5Hz — 10Hz
2 — = =] =0 —
o w3t Pulsed AC 2Al22 27 2| Low-Offset M5 1 [S5] 2] g .
Pin-Crossing Type Pulsed AC Has Low Offset-Voltage Performance at a Short Distance. [Patented] g 4 —
= /
= P
Ltk pulsed-ACe| 22|04 2| Offset-Voltage 8 6 ——
ZAE 9I5t0l, T 23t HEHO| Pulsed-AC WAlS 4 —
2Hed5to] 2 2|of| M Offset-Voltage M52 SHAIZI 2 = =
22 7{2|2 Laminar-flow lonizer 0
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AMB-LS Series is optimized for short distance because

H f H Down flow : 0.3MPa, Measurement condition : 1kV — 0.1kV : :
9 0 c it has low offset-voltage performance by pin-crossing Charged plate dimensions  150mm x 150mm. Capacity : 20pF Installation Distance(mm)
type pulsed AC method.
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x 7] deefies Gat A-A 7IEYUCE (This graph is based on our laboratory environment testing.)

712 Pulsed AC HH4] PaHAL Pulsed AC HHA] Main Model Length
= A| —
= rulse e tind ulse e w E b AMB - L0404S 394mm
o
General Pulsed AC Pin-Crossing Type Pulsed AC b 3 . L AMB - L0506S 294mm
1 | AMB - L0608S 594mm
AMB - LO70AS 694mm
594£3.0 AMB - L080CS 794mm
AMB - LO90ES 894mm
<Front View> AMB - L100GS 994mm
AMB - L110IS 1094mm
AMB - L120KS 11941
P50x7 = 350 30.0 mm
185 AMB - L130MS 1294mm
7 ] - AMB - L1400S 1394mm
L _ ] _ — || £ AMB - L150QS 1494mm
Z4Y e EA LYY (AYF0]2 EEHL B 2RE HEE 7|5( HEMZT| M, O|2W A o HA, HAHME] &) I 95 | e
3 ]
Slim and light weight piezo-ceramic transformer built into the ion Wireless remote control (Select individual lon bar unit to communicate, check L
bar (No need for separate bulky transformer/control unit) ion balance, change frequency, and check current setting, etc). 625.4£3.0 14.3
<Bottom View>
R
AMB-LS Series2| 20| 2|4 394mmoi A Z|cH
1494mm 7t2| 100mm Zt# 22 20| 0|
7tsst HEYLc
Bar Length : Sizes available from min 394mm
up to 1494mm at 100mm intervals.
N = 5)) w3
<Bracket Rotation> ;Eir?‘l/‘% ual ﬂlﬂlgﬁgﬁg ﬁ?) EF'F luded
Zhmist 22| U Wa ZHsH WM D 02 MAHS 2483 22 racerromercane ypenenees
Easy maintenance & cleaning Convenient emitter pin for replacement  Structured to minimize dusts or pollutans
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