ION BLOWER

AMF-AE Series

H|E2A / Advantages

HIZE ALY / Product Specification

Category Specification
& M (Input voltage) ‘ AC 100-240V 50/60Hz or DC 24V+ 10%
1-fan 2-fan 3-fan

Q34 M2 (Input current) pe 24v 154 X X
AC 110V 610mA 1220mA 1830mA
AC 220V 250mA 500mA 750mA

AH| 43 (Power consumption) Max. 123W [3-fan]

Y e (Emitter voltage) +5.5kV(£5%)

£3 2014 (Output frequency) 10 ~ 50Hz (Adjustable)

0|2 24l BAL (lon generating method) Corona discharge

ZQ} QI7} BFAL (voltage application method) | Pulsed AC

2 2 (Material) Body : ABS / Emitter pins : Titanium

I WA (Emitter replacement) Replaceable

0|2 HWAA (Jon balance) Under average 30V

| 72| (Coverage distance) 200mm ~ 1500mm

& & (Air Volume) Max. 6.425n / min (Level 5)

7| 5 (Functions)

lon on/off, RS485 connect, Password
PLCASZY, YTl 2ts H4,
S2ZI}4, Fan-Speed, lon-Balance

2Z8H2F (Ozone generation)

Under 0.005ppm

AL
Ab

HEAH

2o

225 (Ambient temperature)
25& (

Ambient humidity)

0C ~ +50T (32~122°F)
35~65%RH (No condensation)

x ABO| AU A5 JHME $Ist0] WOl SE 90| HIFY 4 YBLICH
Specification is subject to change without notice for the improvement of

product performance.

YUY 2S5 P24 7|5 WE2 2 RA| 240 Chgh Held St

Easy Maintenance with Auto Cleaning Function for Emitter Pin

=

REMOTE

CHIE UEEY AEZ| HES 0|88 AT AAI|s HH IS

Auto tip cleaning function by one-touch button on controller

CE2A R S

£351 9

S 2

(DAY) THel 245 F7| ¥& 71 S

Auto tip cleaning function can be operated on a daily basis by setting menu.

. PLC/ RS485& 0|

83 97 HA7|5 5 ks

Remote control of auto pin cleaning function is available with PLC / RS485

communication.

SHaHY WA Assy BRE YT DA Taly Zof
Easy Replacement with Removable Emitter Pin

30

452 #7172l 7ts

. 140mm Fan AF22 2 z[Cl| Z2H1Fan 7|&]
6.425m/min7t2| AFE 7Hs[5EHA| 24 715]
Air volume can be adjusted up to 6.425 mi/min(per 1-fan)
by using 140mm Fan [5 levels].

. Auto-balance 3|2 L{Z2 2 ol 2F U OtRof| = XA

Stable performance for long period in spite of pollution, wear
and tear on emitter pin by using auto-balance circuit.

.PLC/RS485 8412 S8 ¥A 2¥ 7|5

Remote control is available with PLC/RS485 communication.

CFHSE RA| B Y YA

Easy maintenance & cleaning

ION BLOWER

H|EMS / Product Performances
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Installation Distance (mm)

Air volume : Max 6.425m°/min, Frequency : 30Hz, Measurement condition : 1kV — 0.1kV
Charged plate dimensions : 150mm x 150mm, Capacity : 20pF

A|ZL| 2= / Dimensions

Single Type

<Front View>

x a7 edeide At AEA 7|FQLICE (This graph is based on our laboratory environment testing.)

<Bottom View>

Category Code Length Remarks
Contoller A 54.6
B 170.0
C 56.6
D 18.6
E 9.6
Height F 217.8
Width G 106.1
BracketH eight H 173.6
BracketW idth | 97.5
BracketD epth J 68.0
Category Code Length
1-Fan 262
Blower Lengh L 2-Fan 432
3-Fan 602

Multi-Fan Type(Example : 2-fan) Customized Configurations

Minimum Length — <Space Box> —
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