ION - BALANCE CHECKER

ARS-M002ZA

HIZ ALY / Product Specification

Category Specification
A& 14 (Dimension) 65mm(W) x 55.4mm(H) x 24.3mm(D)
U A (Input voltage) 12~24V
Al M (Sensor) Oscillating chopper type(DIT)

LED 1 on :£10V upper =50V under
27 ©2| (Sensing range) LED 1,2 on :+50V upper +100V under
LED 1,2,3 on =100V upper

SH &% (Response time) 1sec

=
7| & (Function) lon balance check

C|AZ2(0| (Display) Color LED

2 & (Material) ABS (Conductive)

£ 41 (Communication) Analog output (1~5V)
AHE-2% (Ambient temperature) 10 ~ 40T (50~104°F)
AEEE (Ambient humidity) 0~60%RH (No condensation)

x HEQ AIY2 Hs S flote] B9 8 glo] BEdE 4 AFU T
Specification is subject to change without notice for the improvement of
product performance.

H|E2 / Advantages

Alarm == lonizer &244|04
Controlling alarm or the ionizer

(-

Control Module(PLC)

lonizer StEk, H|Z0| Z|LH= H2|0|A] lon-balance T &k 0} /HE 22 £7 tj|o[E{e} HI|St= otE 2 MZE Tt &2 2, PLCSQ| 2|7 Mo 2 &
Monitoring ion-balance, installing close to the object ASSHo] 22| 7ts
Connectable to external control module(PLC) by analog signal proportional
to a measured data

H|E2|2= / Dimensions

(Unit : mm)
23.8 65.6
20.0 61.7
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