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ASG-A Series

HIEALYF / Product Specification

Category ‘ Specification
2 A (Input voltage) DC 24V+ 10%
3 M2 (Input current) [ Max. 300mA
ZnH| 243 (Power consumption) Max. 7W
. g ¢ (Emitter voltage) ‘ +4.75kV~+5.5kV (4 level adjustable)
= o £3 Z0t4 (Output frequency) 0.1Hz ~ 60Hz (Adjustable)
0|2 244 Al (lon generating method) ‘ Corona discharge
ZQt 217} BFAl (voltage application method) Pulsed AC
2 & (Material) ‘ Body : ABS / Emitter pins : Tungsten
SHHT 3| (Emitter replacement) Replaceable
0|2 YWAA (lon balance) ‘ Under average +30V
A 72| (Coverage distance) 200mm ~ 2000mm
Z 3 (Type) ‘ CDA(Clean dry air), N2
SE |2 & (Pressure) 0.05 ~ 0.5 MPa (Usually under 0.3MPa)
?/Il(i)ri) £ 2 (Flow) / Per 1 emitter ' 2L/min(+10%) [Under 0.1MPa]
2555 2|H (Air tube diameter) @6 (Outside)
2ZHH42F (Ozone generation) Under 0.005ppm
AH2-2% (Ambient temperature) 0C ~ +50C (32~122°F)
A& = (Ambient humidity) ‘ 35~85%RH (No condensation)

K AFO A2 g5 7S fI5te B0 S glo] #EE 4 ASHCH
Specification is subject to change without notice for the improvement of
product performance.

X E33 / Advantages

MB Series CiH| CHHZ 40% ZtA Cross-Sectional Area Reduced by 40% Comparing MB Series

MB Series CiH| 20| U Z20| 3 2{5] Z43510]
E2 UM = H2|7}F Zo[EL|Ct.

Easy to install even in narrow space due to
remarkably reduced size and weight.
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New brackets, which is able to tilt 180 degree
vertically, provide more freedom in installation.

Low Maintenance

Z|Ho| = F HAZ Air 222 E0|HA 0|22 WHS 2(23 SLCL
Special nozzle is designed to reduce air supply requirement and minimize pollutant production and
accumulation on emitter pin.

ASG-A Nozzle

3

29| Air 22 FO|HA YT HEHL0] 0/ $A2 243} § 4 U Aerodynamic 72 47

Special nozzle is designed using aerodymamics.

* LB Air 20
Air supply requirement per emitter
0.3MPa ..... Approx 5.1 £/min
0.1MPa ..... Approx 2.0 £/min

A ZL| 2% / Dimensions

HZEMS / Product Performances

Relation between Depth Direction and Decay Time Relation between Width Direction and Decay Time
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Air purge : 0.3MPa, Frequency : 30Hz, Measurement condition : 1kV — 0.1kV
Charged plate dimensions : 150mm x 150mm, Capacity : 20pF

Air purge : 0.3MPa, Frequency : 30Hz, Measurement condition : 1kV — 0.1kV
Charged plate dimensions : 150mm x 150mm, Capacity : 20pF

Relation between Depth Direction and Decay Time
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Air purge : 0.3MPa, Frequency : 30Hz, Distance : 1000mm, Measurement condition : 1kV — 0.1kV
Charged plate dimensions : 150mm x 150mm, Capacity : 20pF
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AL A A 7|FYLICE (This graph is based on our laboratory environment testing.)

(Unit : mm)
g Main Model Length
A a ASG-A050 502mm
‘;0’. - i ASG-A060 622mm
e 2,0, N ASG-A070 682mm
o L ASG-A080 802mm
ASG-A090 922mm
ASG-A100 982mm
60.0 ASG-A110 1102mm
L+3.0 ASG-A130 1282mm
<Front View> ASG-A160 1582mm
ASG-A190 1882mm
|| I ASG-A210 2122mm
= = = ASG-A230 2302mm
<Bottom View> // ASG-A250 2482mm
ASG-A295 2962mm

&7 Lengthgt2 Air-Fittings |2
Zo| Yt

Air-fitting part is not included in the
length above.

ASG-A Series2| Z0|= 2|4 502mmOf|Af Z|CH
2962mm 7t2| 60mm Z+2 22 20| thS0| 7Hs$t
HEZLLc

Bar Length : Sizes available from min 502mm
up to 2962mm at 60mm intervals.
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<Side View> <Bracket Rotation> All parts NOT included (Option : Bracket/Power cable)



